AD-A146 951 MODELING WAVE TRANSFORMATION IN THE SURF_ZONE(U)
CORSTAL ENGINEERING RESEARCH CENTER VICKSBURG MS
W R DALLY ET AL. SEP 84 CERC-1MP-84-8

UNCLRSSIFIED

F/G 8/3




A S
Y

3
Pl

|0 ¥ fiz
==

c ks =
T -

|||||
=

I
it e

I IIIII

MICROCOPY RESOLUTION TEST CHART
NATIONAL BUREAU OF STANDARDS-1963-A




MISCELLANEOUS PAPER CERC-84-8

A MODELING WAVE TRANSFORMATION
of Engineers IN THE SURF ZONE
by

William R. Dally, Robert G. Dean,
Robert A. Dalrymple

Coastal Engineering Research Center

DEPARTMENT OF THE ARMY
Waterways Experiment Station, Corps of Engineers
PO Box 631
Vicksburg, Mississippi 39180-0631

SV L PR i s

DTIC

. 0CT 30 1984

§

AD-A146 951

o'i;.—,.-;..-:,—' . f’y‘ﬂ l'.‘t.."‘.‘-'.' f R

September 1984
Final Report

Py

<

Approved For Public Release; Distribution Unlimited

WA

PRI I AT

AT LR AN A
Y. orenr.ny

3

DT FILE COPY L

Prepared for DEPARTMENT OF THE ARMY
US Army Corps of Engineers
Washington, DC 20314-1000

under Work Unit C31551

AAA P X XY X

84




AN COR LA

(2% S N AR
YN N Y

- Jr

S ra s
LR ICA A

Destroy this report when no longer needed. Do not return
it to the originator.

o -

The findings in this report are not to be construed as an official
Department of the Army position unless so designated.
by other authorized documents.

<

- vepg—

The contents of this report are not to be ysed for

odvertising, publication, or promotional purposes.

Citation of trade names does not constitute an

official endorsement or approval of the use of
such commercial products.

+

AN

v |

L A

DRSS




TR AL SN Y A e
P I R N i S e

Unclassified

SECURITY CLASSIFICATION OF THIS PAGE (Whan Data Entered)

REPORT DOCUMENTATION PAGE

READ INSTRUCTIONS
BEFORE COMPLETING FORM

1. REPORT NUMBER 2. GOVT ACCESSION NO|

MISCELLANEOUS PAPER CERC-84-8

3. RECIPIENT'S CATALOG NUMBER

4. TITLE (and Subtitle)

MODELING WAVE TRANSFORMATION IN THE SURF ZONE

$. TYPE OF REPORT & PERIOD COVERED

Final report

6 PERFORMING ORG. REPORT NUMBER

7. AUTHOR(a) 8. CONTRACT OR GRANT NUMBER(»)

William R. Dally
Robert G. Dean
Robert A. Dalrymple

9. PERFORMING ORGANIZATION NAME AND ADDRESS

US Army Engineer Waterways Experiment Station
Coastal Engineering Research Center

PO Box 631, Vicksburg, Mississippi 39180-0631
1. CONTROLLING OFFICE NAME AND ADDRESS

DEPARTMENT OF THE ARMY

US Army Corps of Engineers

10. PROGRAM ELEMENT, PROJECT, TASK
AREA & WORK UNIT NUMBERS

Work Unit Number C31551

12. REPORT DATE

September 1984

13. NUMBER OF PAGES

Washington, DC_ 20314-1000 o1
14. MONITORING AGENCY NAME & ADDRESS(If different from Controlling Gitice) 15. SECURITY CLASS. (of thia report)
Unclassified

15a. DECL ASSIFICATION/DOWNGRADING
SCHEDULE

16. DISTRIBUTION STATEMENT (of this Report)

Approved for public release; distribution unlimited.

17. DISTRIBUTION STATEMENT (of the abatract entered in Block 20, if different from Report)

18. SUPPLEMENTARY NOTES

Available from National Technical Information Service, 5285 Port Royal Road,
Springfield, Virginia 22161.

19. KEY WORDS (Continue on reverse side if necessary and identity by block number)

Numerical model

Surf zone

Irregular bathymetry
Barred profiles

Wave transformation
Wave decay

Wave breaking

Wave shoaling

20. ABSTRACT (Continue en reverse side I nmeceesary and Identify by block number)

By drawing a macroscopic analogy between an idealized surf zone and a
hydraulic jump, an expression for the spatial change in energy flux due to
breaking is developed. Analytical solutions for wave height decay due to
shoaling and breaking on a flat shelf and a plane beach are presented and the

results compared with laboratory data from Horikawa and Kuo (1966). The
agreement is good. Setdown/setup in mean water level, bottom friction losses, -
(Continued)
DD , 5%y 473  EorTion oF 1 nOV 6515 OBSOLETE Unclassified

SECURITY CLASSIFICATION OF THIS PASE (When Data Entered)




1

0 1y 4 oy By
M

LA
" L 4 l-l '.’
S LSS

- .0

Unclassified 1

SECURITY CLASSIFICATION OF THIS PAGE(When Date Entered) 4

20. ABSTRACT (Continued).

and bottom profiles of arbitrary shape are introduced next and the equations
transformed for numerical solution. The model is calibrated and verified with
laboratory data with good results for the wave decay, but not so favorable
results for setup. A test run on a prototype scale profile containing three
bar and trough systems demonstrates the model's ability to describe the shoal-
ing, breaking, and wave reformation process. Bottom friction is found to play

a negligible role in wave decay in the surf zone when compared with shoaling
and breaking.

Unclassified

SECURITY CLASSIFICATION OF THIS PAGE(When Data Entered)




.
Ly ]
.

@
i .
.

e
o

Yy Y v v vy
¥ RABAARN
SRR
M

-

i

» » y
RACISAE A S S Nt e U > B e ) e A R I RSSO

PREFACE

This study was authorized as a part of the Civil Works Research and
Development Program by the Office, Chief of Eugineers (OCE), US Army. The
work was performed under the work unit C31551, Numerical Modeling of Shoreline
Response to Coastal Structures, which is part of the Shore Protection and
Restoration Program. Mr. J. H. Lockhart, Jr., was the OCE Technical Monitor.

This study was conducted from 1 October 1982 through 30 September 1983 by
the Coastal Engineering Research Center (CERC) in conjunction with related
scientific studies by Professors Robert G. Dean, University of Florida, and
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Mr. H. Lee Butler, former and present Chiefs of the Coastal Processes Branch;
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f' MODELING WAVE TRANSFORMATION IN THE SURF ZONE
€

. PART I: INTRODUCTION

S Statement of t!e Problem

1. A major problem encountered in modeling nearshore wave-induced phe-
nomena is the description of wave parameters subsequent to the initiation of
e wave breaking. Specifically, wave height and its spatial gradients generate
or have direct impact on sediment mobilization and suspension, littoral cur-
e rents (in both the alongshore and on/offshore directions), wave-induced setup,
and forces on coastal structures. While the 0.78 criterion (ratio of breaker

height to water depth = 0.78) appears to provide a reasonable prediction of

s incipient breaking on mildly sloping beaches, data from several investigators
i (Horikawa and Kuo 1966, Nakamura, Shiraishi, and Sasaki 1966, Street and
wj:: Camfield 1966, Divoky, Le Mehaut€, and Lin 1970) show that this criterion does

not hold farther into the surf zone and that such a similarity model is more

inappropriate on mild slopes - just where many coastal scientists assume it is

x:,” most valid. Another shortcoming of this and many other representations de-
i;% veloped to date is that they are not applicable on non-monotonic beach pro-
iff files such as those containing bar/trough formations.

)

SERC Purpose of the Study

\':'.'

Si?: 2. The purpose of this study is to develop a general numerical model for
;;”' wave decay and transformation subsequent to breaking which includes the ef-
,i{i fects of bottom friction, wave-~induced setup, and beach profiles of arbitrary
:f?j shape. The model will be calibrated and verified with laboratory and proto-
‘;}j type scale data.
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3. During the past two decades a number of laboratory, field, and analy-

tical studies have been conducted to develop a realistic model of wave height

E 0

transformation across the surf zone. Such a model is essential to an adequate
understanding of nearshore hydrodynamics and longshore sediment transport.

The steady~-state equation governing energy balance for waves advancing

. '..\"v’..'l' .‘
el C

directly toward shore is¥*

I 3(EC )

o = - ~6(x) (1)
- in which

:&: E = wave energy per unit surface area

Zf; Cg = group velocity

:Si: x = horizontal coordinate normal to the beach and increasing toward the
ol shore

§ = energy dissipation rate per unit surface area due to boundary shear,

?;; turbulence due to breaking, etc.
‘v“.
;gf The central problem in previous studies has been the development of a rational
ﬁf‘ and universally valid formulation for & . The most physically appealing ap-
7) proach, first advanced by Le Mehaute (1962), has been the approximation of a
23: breaking wave as a propagating bore (or hydraulic jump) in which case § 1is
:::; given by
AN
at .
- 08 (81)°>
S=% 20 @
T h
o
S
OEN where
‘\:. o = mass density of water
e g = acceleration due to gravity
i
(87
D * For convenience, symbols and unusual abbreviations are listed and defined
o in the Notation (Appendix B).
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?2; B = parameter representing the fraction of the wave height that 1is due to
‘;:; breaking

tﬁ = wave height

R = water depth

;;it = transport of water across tﬁe boie

" Since its first introduction by Le Mehaute, Equation 2 has been used in

i:;' slightly different forms by a number of investigators to represent periodic
- water waves in the laboratory (Divoky, Le Méhauté, and Lin (1970), Hwang and
‘:gi Divoky (1970), Svendsen, Madsen and Hansen (1978)), aperiodic water waves in
-:i: the laboratory (Battjes and Janssen (1978)), and aperiodic waves in nature
il (Thornton and Guza (1983)).
SJL" 4. Other approaches for wave energy dissipation have included that of
':}: Horikawa and Kuo (1966) in which the internal energy dissipation is repre-

:f sented in terms of turbulent velocity fluctuations which are assumed to decay
;i exponentially with distance from the wave break point. In a different ap-
'f:j proach, Mizuguchi (1980) applies the analytical solution of Lamb (1932) for
};: internal energy dissipation due to viscosity, replacing the molecular kine-
;;: matic viscosity with eddy viscosity which must be estimated based on the wave
kf . and beach profile characteristics.

:;3 5. Understandably, the extension of approaches developed for periodic
ﬁf waves to aperiodic waves introduces complexities, primarily with respect to
ié representation of the probability distribution function. 1In a laboratory

;)' study of breaking random waves over plane and barred beaches, Battjes and

:f Janssen (1978) employed Equation 2 interpreting H as Hrms and introduced
:ﬁj two assignable constants. A truncated Rayleigh wave height distribution was
‘1;: assumed with a finite probability of the maximum truncating wave height oc~-
;’ curring, resulting in a delta function at this limit., Battjes and Janssen
- included the effect of wave setup and demonstrated good agreement between the
Efi predicted and the measured wave height distribution. Following Collins

- (1970), Kuo and Kuo (1974) modified the truncated wave height probability dis-

;‘i tribution by omitting the delta function at the upper wave height. Goda

S?; (1975) adopted a modified probability distribution in which the distribution
o decreases linearly to zero over a specified upper range of the wave heights.
;‘:' Based on field measurements, Thornton and Guza (1983) present convincing data
ii- that the unmodified Rayleigh distribution is applicable seaward of and across k

S e pNAS Y NN A a e o



the entire surf zone. At each location, they define a breaking subpopulation

of the waves.

6. In the course of the investigations described above, a substantial

i B

data base of wave height transformation across laboratory and field beaches of
various profiles has been developed. Nakamura, Shiraishi and Sasaki (1966)
presented data based over 1500 runs of wave transformation across a plane
beach in the laboratory. This assemblage of wave data is useful in providing
guidance and a basis for evaluation in an attempt to develop a universally
valid model.

7. None of the models developed and evaluated to date provide a demon- .

strated, completely general capability for representing wave transformation
across the surf zone. The waves in this zone are not linear and some of the
difficulty may be in the application of linear theory, although other theories
(cnoidal and solitary) have been used by some investigators.

8. One of the features not represented in most models is that of the
wave height stabilizing at some value in a uniform depth following the initia-
tion of breaking. The laboratory data of Horikawa and Kuo (1966) and general
observations and intuition support such a phenomenon, yet none of the energy
dissipation models based on the moving hydraulic jump predicts this effect.
Although the model by Mizuguchi (1980) includes this stabilization, a simpler
model could minimize the difficulties in estimating the representative eddy
viscosity and in rationally applying the model to a beach of nonuniform slope.

9. This report centers on the development and evaluation of a
model which includes the wave height stabilization and which appears to be
broadly applicable based on comparison with periodic water wave data from
laboratory studies. In comparison with the laboratory data, the available
field data are much more limited. The evaluation of a model by laboratory

data would further an understanding of the problem.

Theoretical Development

10. The primary purpose of this work is to accurately describe the decay
in wave height due to breaking as a wave crosses the surf zone, Ultimately,
it is desirable to address as much of the wave transformation process as pos-
sible, including shoaling, breaking, and reformation. Due to the complexity

of the problem, a common approach is to draw an analogy between the turbulent
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L:E: front face of a breaking wave and a moving hydraulic jump (Le Mehaute (1962),
':j; Peregrine and Svendsen (1978)). However, in the present model a more macro-
:f‘ scopic treatment is applied where the energy dissipation across the entire
;}:; surf zone is compared to that of a hydraulic jump. Rather than attempting to
~;£j quantify the local energy dissipation by addressing the turbulent velocity
fg:; fluctuations, a common method is to describe the local gradient in depth-
.{;' integrated energy flux as stated in Equation 1. In the typical hydraulic jump
kf? in a rectangular channel (Figure la), energy is dissipated over some distance
i' to transform a high energy condition (Froude Number W > 1) to a lower energy
S conditicn ( F < 1) by way of turbulence. The specific energy (energy per unit

P weight) of the flow anywhere along the channel as introduced by Bakhmeteff in
&{- 1912 is given by

o 2
-.".l' _ u—
lj; where it is assumed that the horizontal fluid velocity u is uniform over

the depth of flow h . The energy per unit volume is then

a '
E = vyh + 9—2 (4)
:r:‘_ .

;;f where vy 1is the unit weight. The energy flux per unit width of the channel
;j' past any section is given by

T

;-:-

."::.- 2 u3h

:_: EFlux = Euh = yuh™ + 2—3 (5)
®

i:; Defining the flow rate per unit width of channel, which is spatially and

3:} temporally constant, as q = uh , Equation 5 becomes

jtﬁ

' 3

. = £9q_

Eprux™ YA + 755 (6)
N 2h

S

:f}7 The local rate of energy dissipation per unit plan area is simply the spatial
!!_ gradient of the energy flux

0

x.

o0

o 7

LS

Lond

‘I




AR

“1

(4

s,
P N

N

~ W7 > P AV LENAA AN A
USLORALALATAEACADMEMEA LR AR AR

dEFlux = h _ Eﬂi 2 dh (7)
dx Y43 2 |h dx
2h
which can also be written as
dE 3
_ Flux _ _ pq ) _ 3 2 dh
ax <th + th) 5 Yah | ¢ % (8)

The term in parentheses in Equation 8 is the local energy flux as previously
defined by Equation 6. The second term in the brackets is equivalent to the
energy flux that would be present if the flow were critical ( F = 1) at that
location. Moreover, if the flow were critical, this would be the minimum

energy flux that would occur for the given flow rate. Equation 8 is then

_p dh
Flux dx

dE
dx = h (EFI-UX— EFluxu : n> )
min

The local slope of the water surface dh/dx cannot be determined without a
knowledge of the details of the vertical flow regime within the jump. For-
tunately, it is the form of Equation 9 that will be of interest when the
breaking wave case is addressed.

11, Next, consider a beach profile that rises from decp water in a
gently sloping manner and at some point in shallow water becomes horizontal
(see Figure 1b). Consider further a wave propagating onto this profile with
characteristics such that breaking starts at the point where the bottom be-
comes horizontal. The wave will not instantaneously stop breaking because the
bottom has become horizontal (as dictated by the 0.78 criterion) but would
continue to break until some stable wave height is attained. Breaking would
be most intense just shoreward of line AA and would decrease until an approx-~
imate stable wave height is reached at line BB. This idealized surf zone can
be thought of as an elongated hydraulic jump, where again, a high energy free
surface flow condition is converted to a lower energy one by the dissipation

of energy through turbulence. In both situations, it appears that the fluid
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flow surpasses some criterion and then dissipates energy until the end result
is a flow condition well below the criterion. (For the hydraulic jump, this
criterion is fF = 1, but if such a criterion exists for breaking waves, it is
heretofore unresolved.) For these reasons, the following expression, similar

to Equation 9, will be used to describe energy dissipation across the surf

zone:
dECe) K I:ECg - (ECg)S] (10)
Here

ECg = depth-integrated time-averaged energy flux as given by shallow
water linear wave theory

K = dimensionless decay coefficient
h' = still-water depth

ECgS = energy flux associated with the "stable" wave condition that the
breaking wave is striving to attain

Horikawa and Kuo (1966) conducted laboratory tests with a bottom configuration
identical to the one described. As shown in Figure 2, their data indicate a

stable wave criterion given by
H = Th' (11)

where

= o1
(]

stable wave height

-
1]

dimensionless coefficient whose value appears to lie somewhere
between 0.35 and 0.40

12. 1In Figure 3, wave height was plotted against still-water depth for a
uniform beach slope of 1/65, revealing that the breaking waves tended to ap~
proach asymptotically the line H = 0.5h' where H 1is the local wave height.
Equation 11 appears to be a reasonable assumption, and Equation 10 can then be

written as

2., 4,1/2
a[H" (") "™} =K 2., 1/2 2. ,.5/2
= = = [HO(h") r(n")”""] (12)

10

YA Yo

B T L S L ".‘ \'_\'_'-',\'_-.".'.'.‘.\‘_-.‘,\‘ N O AN
- N . . N L}

]
<
\
b
<

[T EE W 1




. d Pt i) D DY DN
@ o
V' PR Y . Lt LY
' CalaL ey, ottty fe T P .
’

©

S 1.0

I * Data from Horikawa and Kuo

L . (1966)

5 o08l—: — Analytical Solution(K=0.2 =035}

y S,

g 06

= .

72 i <

N e qe % . °
- Y o4 ﬂh.r . .
. % ® 0 . —
] O Apparent Stable Wave Height—}
:\‘_:\ 5 02 | | ]
NN = ° 0 4 8 12 16 20 24
‘\.‘: O
X DIMENSIONLESS DISTANCE INSIDE BREAKER LINE,X/h
-.- Figure 2. Comparison of analytical solution (Equation 13) with experi~
:Z_'.;'- mental results of Horikawa and Kuo for waves breaking on a shelf
; 28 T T T
- i Beach Slope= 1/6 o ;.’7
e E 20
K
T
"';'f: — 16
e o
e o .
Y 12 74
g AL
<;I 7, ~ Apparent Stable Wave
. Criterion
\\W}
¥

e i o\
o © 4 8 12 16 20 24 28 32 3
SN STILL-WATER DEPTH, h'(cm)
'; Figure 3. Wave decay on a 1/65 slope as presented in Horikawa and
T;‘ Kuo (1966) and the apparent stable wave criterion
;;f_; 11
o




where the subscript b denotes conditions at incipient breaking and x

AENIRE AR AC AR SRR
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L where Cg 1is taken as Ygh'. It should be noted that Equations 10, 11,

.\ .-
e and 12 can be applied to a bottom of varying depth and slope because shoaling

3h‘ is included implicitly. (If K = 0 , the model reverts to conservation of

;1 ‘ energy.)

¥ Analytical Solutions

Horizontal bottom

;} 13. For the special beach shown in Figure 1b, Equation 12 can be solved
;} analytically if setup in the mean water level is neglected as shown in Appen-
&*_: dix A. The decay in wave height in the surf zone is given by

= H a2 2 2 2

RS X

o b)), -] e (B (13)

[ b
o

.‘
.

has its origin at the breaker line and is directed onshore. This expression

s

dictates that the energy flux will decay exponentially across the surf zone,

;j; never quite reaching the stable wave state known to exist, However,

iz- Equation 13 may still be pertinent because energy dissipated by internal and

Mj bottom friction could account for the difference between the wave height

f:% predicted by Equation 13 and the stable wave height. Note that if K =0 ,

ﬁs; the wave height remains constant, as would be expected. Equation 13 is

,fj::'T plotted in Figure 2 with K=0.2, T =0.35, and (H/h'), = 0.8 .

@ Plane beach

{:% 14. Equation 12 also can be solved analytically for the case of a beach

2;3 of uniform slope (Appendix A). Again neglecting setup, the decay in wave
‘;fé height across the surf zone is given by

.
i w [y [&/m-1/2] 2]

" — = |{ = (1 +0) - al~ (14)
o Hy (hb> <hb>]

12

-'\-‘.‘

3)"_'
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in which m is the beach slope, and

a = ——er.— <Eé) 2
5 K H (15)
n(3 - ) \'b

Note that this solution fails when K/m = 5/2 . For this special case, the

solution is

B @)

where

h'
5 .2 b
B = E T (H—> (17)

Also note that if K is set equal to zero (no decay), Equation 14 becomes

1/4
h'
- ()

which is Green's Law. If a = -1.0 , Equation l4 reverts to the common sim-
ilarity model H = h' . Equations 14 and 16 are plotted in Figures 4a and 4b
for several values of Hb/hé and K/m . Figure 5 compares Equation 14 with

the data presented in Horikawa and Kuo (1966).

Additional Factors

Setup
15. During initial examination of the complete raw data set collected by

Horikawa and Kuo, it was noticed that in all cases where measurements were
taken in the inner portion of the surf zone, as the still-water depth ap-

proached zero the wave height did not (Figure 5). To model this phenomenon

13
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better, wave-induced setup and setdown of the mean water level must be in-
cluded. The same conclusion was reached originally by Hwang and Divoky

(1970). From Longuet-Higgins and Stewart (1963), the slope of the mean water

level n is given by
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dn -1 dSxx

dx pg(h' + n) dx

where the radiation stress Sxx in shallow water is

_ 3 o2
Sxx T 16 pgH (20)
Equation 19 becomes
dn _ -3 1 de
— = @n
dx 16 (h' +7) dx

and can be used in conjunction with a slightly different form of Equation 10

4ECe) . X e - (sco) ) (22)
and Equation 12
2 1/2
LI O R SR (23)

in which h , the mean water depth given by

h=nh'+n (24)

has replaced the still-water depth h' .
Bottom friction

16. Although energy dissipation due to bottom friction is generally
negligible when compared to energy loss due to breaking, the former will be
examined in this paragraph. The average rate of energy dissipation per plan

area due to bottom friction is expressed by

16
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1 9 { (o]
5595
_-\-_..
::\‘:- where T 1is the wave period, 8 is the bottom shear stress given by
T
YK
'\l.,
) = £
2SN 1 = 0 5 ugug] (26)
‘.‘::\ ‘
S |
et |
:_-.‘..: and up is taken to be the first-order horizontal water particle velocity at |
"'". the bottom which (from linear wave theory in shallow water) is
-
R .
~‘."" = - .g
e ug =3 "h cos ot (27)
XS
R
and t is the time.
::'.‘.'i f = drag coefficient dependent on flow and bottom/sediment
Pty characteristics
::;.'.;: o = wave angular frequency
L Substituting Equations 26 and 27 into Equation 25 and integrating yields
.-":'
J‘.'-'.
Sy 3 3/2
- 28 (§)
B " Tzr (28)
-
'4'_:.'-: Numerical Solution
::j:‘.::
oy 17. Introducing setup, beach profiles of more realistic shape, or bottom
;:. friction to the model render the equations unsolvable analytically. A numeri-
N 1N
'-'f.::. cal scheme will therefore be developed which describes the one-dimensional
:;) transformation of wave height over bottoms of arbitrary shape due to shoaling,
W
_-'_'-::" breaking, reformation, and bottom friction, including the effects of setup in
" .
[ mean water level.
_:j-_;;: 18. Rewriting Equation 22 in a finite difference form using a central
::}'.{f average for each of the quantities on the right~hand side gives
..'-
A
e
::-‘::- 17
s
2
f::.’:
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« :r
E - F (ECg) (ECg) N
- (ECe)jyy — (ECR); ¢ | (ECR);yy + (ECR); Si+1 * 54 (29) :
Ax h 2 2 "
- m 4
:f where :E
= :
i ' - ' -
S T ts W S T £ U ' (30) :
S m 2 2 .
and the superscript (~) denotes conditions before bottom friction is applied. :;
By applying shallow-water wave theory and the stable wave criterion Hs = Th '
-~ Equation 29 may be transformed to é
L g .
" . Lo 1/2 1572 1/2 N
' ~ = 2 i A 2,2 2 i
: Hiv1 = |0+ B\ *arn hatt o (3D .
- i+1 h,
~ i+l .
3 :‘
5 in which ~3
~
- _ Kax i
. A= 2h (32 e
m -
r‘
- Equation 21 is treated in a similar manner ~
e ~2 2 -
N H - H -
oy - _ =3 i+l i, - .
- "i+1 = T6 no T M4 (33) :
9 m
- Before §i+1 can be calculated, the mean water level at i+l must be known. £
?f The assumption is made that the mean water depth at the next location can be .
P approximated by -
. A
: 1 - S
% Pib TPy vy (34) K
e
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A first estimate of ﬁ.
i+

| can be obtained wusing Equation 31, after which a
better estimate of hi+1 is made using Equation 33. The program iterates
until the new value for the mean water depth is very close to the old one. In
the calibration runs, no more than three iterations were required for the

difference in estimates to become less than a millimeter.

19. The decay in wave energy due to bottom friction is not included

directly in the wave height computation but is calculated separately using

Equation 28 and energy flux considerations. This procedure yields

~2 2fAx By v By
Hipp = My - 3 3/2,1/2 2 (35)
m i+l

where Hi+l is the wave height at the next point of interest after shoaling,

breaking, and bottom friction have been applied. Separating the bottom fric-

tion in this manner is justified because it plays a significant role only in
the absence of breaking.

20, To apply the model in a given situation, the following information

is required: (a) the wave height and still-water depth at a known nearshore
location, (b) the ratio of wave height to water depth at incipient breaking,

(c) the bottom friction coefficient, and (d) the bottom profile. The ratio of
breaking height to depth is not easily predicted and was not treated in an
extensive manner in this study. Mallard (1978) offers a more complete inves-
tigation. Assuming the starting point is in shallow water and outside the

surf zone, the setdown in mean water level as given by Longuet-Higgins and
Stewart (1963) is

"L T T6n; (36)

21, From these initial conditions and using Equations 31, 33, and 35 as
described, the wave height will increase (with some loss in height due to bot-
tom friction) as the wave moves shoreward until the incipient breaking cri-

terion is reached. The wave then breaks until it becomes locally stable

19
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(if at all). On barred profiles, the combination of wave decay and increasing

water depth as the wave passes over the trough enables the wave to reach sta-

bility. The "reformed" wave then shoals again until the breaking criterion is

reached and the process repeats until the mean water depth reaches an arbi-

trarily chosen small value (0.25 m is a reasonable choice at prototype scale).

A flow chart of the wave transformation model is shown in Figure 6.

Read
Hhi {(H/h)p

Choose
K=0 or K=K

: Calculate
ia '77[ ’ hl

Read
DXy |

h.
hig) +9

*
|

G

no

yes

yés yes
Is Is

H/hk 2/
?

yes K=07? no

. hitl=
R+l * T+l
Calculate
Hi+1Mi+
hold=his| fe—

Figure 6. Flow chart of wave transformation model (Equations 31, 33,
and 35) which includes shoaling, breaking, reformation, bottom fric-

tion, and setup
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Calibration of the Model

= 22, The model is calibrated by determining the best values for the
-?:, stable wave factor (I') and the wave decay factor K using a least-squares
?:-j procedure. Horikawa and Kuo's (1966) original laboratory data of waves

breaking on plane slopes were examined. Starting at incipient breaking, the
S location of wave heights were measured by Horikawa and Kuo at known distances
across the surf zone under monochromatic wave condit‘ons for plane smooth
beaches of rubber and concrete having slopes of 1/20, 1/30, 1/65, and 1/80.
The wave period varied from 1.2 to 2.2 sec and the incipient breaker height

from 7 to 27 cm. Although not specifically stated by Horikawa and Kuo, the

PN I S R Lot LA P

;i; breakers must have spanned both the plunging and spilling types because the
:jf ratio of wave height to water depth at incipient breaking ranged from 0.63 to
:j 1.67. The number of waves and data points for the slopes analyzed are
;i presented as follows:
s
:jf Slope Number of Waves Number of Data Points
el
Lo 1/30 17 173
e
L 1/65 12 96
) 1/80 56 500
i}i Data from the 1/20 slope were not included in the calibration because the mea-
RS
W) surements were made too far apart for the model to remain numerically stable.
;::‘ The error function to be minimized is defined by
:;t
T N ) 1/2
[H (T, K) = H ]
o j=1 pPJ mj
e(T, K) = . (37
i 2
't%: 2: Hmj
w 3=1
S
.f.
AT where
-
o H , = measured wave height
o mj
R H . = wave height at that location as predicted by the numerical scheme
fﬂ? P for given incipient conditions and values of I and K
9" N = number of data points analyzed
N
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A lengthy and involved attempt to obtain best-fit values of I and K was

made using a nonlinear, least-squares error analysis. This method involves

choosing initial values for the factors, fitting a parabolic surface to the

error surface at that point, locating the minimum of the fitted surface, and
using these new values of T and K for the next attempt. In this manner,
the procedure theoretically converges on the minimum of the error surface.
However, this method was unsuccessful, apparently because the error surfaces
are too highly nonlinear, i.e., a paraboloid is a poor approximation for the
error surface. By calculating the error at regular intervals of K and T ,
a discretized error surface can be generated, its low point occurring near the
best- fit values for the factors. Figures 7, 8, and 9 display three-
dimensional and contour plots of the error surfaces for the data taken on the
1/30, 1/65, and 1/80 slopes. Note the recurved shapes of all the surfaces and
the saddle point present in two of the contour plots. A one-wave, sixteen-
point artificial '"data" set was generated using the model on a 1/80 slope with
I' set equal to 0.35 and K equal to 0.10 (the best fit values from the real
1/80 data set). Figure 10 displays the corresponding error surface and con-
tour plots. Note that it has the same general shape and saddle point as the
real data set, It can therefore be concluded that the shape and saddle point
are characteristics of the model and are not due to problems with the data
set. The best fit values for T and K for the three slopes analyzed are

presented as follows:

".-"‘."h e R

X Slope r K Minimum Error

oy 1/30 0.475 0.275 0.1165

S 1/65 0.355 0.115 0.1049

®

P,: 1/80 0.350 0.100 0.1298

Fij The best-fit values for the two factors do vary with beach slope, especially
_:%ﬂ as the beach becomes steeper. However, it would be preferable to choose sin-
¥y gle values for [ and K which give satisfactory results for all beach

‘
.

. @
v -

slopes, allowing the model to be used on beach profiles of more realistic
shape. Fortunately, the error surfaces for the three slopes tested are rela-

tively broad and flat in the vicinity of their minima, so the factors can be

'1—1—1—71—1—"7
BN
PRSP ’ .
A Ny
P R

changed without excessively increasing the combined error. The procedure
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followed was to superimpose the contour plots of Figures 7, 8, and 9 and find

f the location where the sum of the three error values is minimized. This point
_. occurs at

Ny _\

A

s I = 0.40

SO

0.15

BC2

and it is recommended that these values be used in situations where the bottom
slope varies over a wide range. If the beach is nearly planar, the best-fit

values presented for I and K for the three slopes may be used accordingly.

¢

- 23. The breaker model was not calibrated to prototype conditions due to
2
- . 3
S a lack of suitable data. It would require the measurement of the breaker
jij height distribution across the surf zone under truly monochromatic conditions.
"~ The waves should be incident normal to the bottom contours, and the beach pro-
}i: file must be known and preferably monotonic. A large wave tank with a regular
-l wave generator would be ideal for this type of experiment. Calibration of the
a " o
Re model in its present form using irregular waves would require following each
individual breaker as it travels across the surf zone (provided wave-wave in-
< teraction is not significant). Because the bubbles which dissipate the energy
ﬂ:f in breaking waves may not be scaled down properly in the laboratory, it is hy-
R pothesized that K will assume a lesser value under prototype conditions. It
- is unclear what change, if any, would occur in T .,
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PART III: RESULTS FOR LABORATORY CONDITIONS

i;; Wave Height

%

';\: 24, Figures 11-14 display a representative sample of model-predicted

Eilﬁ breaker decay as compared with the aforementioned laboratory data for plane

i_)- beaches of slopes 1/20, 1/30, 1/65, and 1/80. The figures are dimensional

:i;: plots of wave height versus still-water depth. In all cases, the wave decay

'?iﬁ factor K was set equal to 0,15 and the stable wave factor I was taken to

:if; be 0.40. Bottom friction was considered negligible., Each curve was generated

i‘:. by taking as input the wave height and still-water depth at incipient breaking

:;E as given in the data and by calculating stepwise (Ax = 1/m)* the setup and

:?i decay profiles. It is not practical to display the data and model results in

;3: dimensionless form due to the dependency of the shape of the decay profile on
= the incipient conditions as well as the setup. Moreover, setup measurements

?Z% were not included in the Horikawa and Kuo experiments.

;ﬁg: 25. Examination of these results shows that the model developed in this

v study appears to provide a good representation of breaking wave decay on plane
) beaches of laboratory scale. It is important to note that the model is in

;fﬁ' good quantitative agreement over the wide range of slopes tested, even with

;;fa the two factors K and T held constant at values that are not necessarily

jff the best~fit values for that particular slope.

:SJ 26. The line H = 0.78 h' is plotted in each of the figures and appears

if;: to be a reasonable description of breaker decay for only the 1/30 slope. In

Egi: fact, the surf similarity model (H « h') which is so prevalent in the coastal

e literature seems to be remotely valid only for beaches of much greater slope

.“- than those commonly found in nature.

:221 27. For waves having similar ratios of incipient breaker height to depth

f;£ but different incipient breaker heights, the measured decay profiles inter-

;ﬁ:i sect. This phenomenon is apparent also in the profiles produced by the model.

5.' The greater total setup associated with an initially larger wave (Bowen 1969)

j;&: provides a greater mean water depth and so a larger stable wave height in the

;Sis inner surf zone. At this point the larger wave decays less rapidly, causing

?;55 the decay profiles to intersect.

;:;_ * See notation (Appendix B).
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:i 28. Although the range in wave period in the data is limited (1.2 - .
25 2.26 sec), it appears that wave period is not a primary factor in the decay of j
*»_ wave height after breaking is initiated due to the fact that breaking is a o
:i: phenomenon restricted only to a portion of the wave crest., Wave period does t
3; affect the wave-height-to-water-depth ratio at incipient breaking (along with ;
:i‘ beach shape, slope, and deepwater wave height) and therefore affects the shape F
._ of the decay profile through the initial condition. Wave period plays no :
;{: direct role in the decay portion of the present model because the incipient N
ﬁ;; conditions are given as input to the model. b
‘Bi 29, Characteristically, waves of the plunging type dissipate a large 5
&‘_ portion of their energy in a concentrated manner in the region just shoreward -
;i: of the breaker line, while spilling breakers dissipate their energy at a \
 : slower rate. At incipient breaking, the wave-height-to-depth ratio is usually !
:;% greater than 1.0 for plunging breakers and 0.78 or less for spilling breakers.

’F Figure 15 presents predicted wave height decay curves for two waves with the .
.i- same initial breaking depth but different wave heights. The larger wave ini- ;
::5 tially decays at a much greater rate than the smaller, and it appears the J
A:i model is at least qualitatively correct in dealing with the breaker types, :
: plunging and spilling.
'&:L 30. Figure 16 demonstrates the negligible effect energy losses from bot- i
ii; tom friction have on the wave decay profile when compared to breaking. The .
';i upper curve is a test case of the model without bottom friction. The lower X
-) curve was generated with the same conditions, except greatly exaggerated bot-
;i; tom friction losses (assuming no bed form losses) were included. The drag :
:;t coefficient f for the bottom was set equal to 0.10, about two orders of :
:Ez magnitude greater than is realistic for the smooth rubber and concrete slopes X
}?_ used by Horikawa and Kuo. This was for the purpose of distinguishing between
i;: the two curves. ¢
o §
< Setup

b
:i; 31. The data of Horikawa and Kuo do not include measurements of setup, \
;ﬁ; so experimental data presented in Bowen, Inman, and Simmons (1968) and Bowen
iE{ (1969) were examined. In these experiments wave heights and mean water levels

'_' were measured on a relatively steep plane beach of 1/12 slope. The results of
&EE two tests are presented in Figures 17 and 18, along with the decay and setup
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Figure 15. Comparison of model-predicted wave decay for spilling
and plunging breakers

curves predicted by the numerical model (K = 0.25 , T = 0.35). The breaker
decay compares well and the maximum setup values are reasonable if swash zone
is neglected; however, the predicted setup curves do not follow the data.
Apparently, Equation 20 is not a good representation of the onshore excess
momentum flux for near-breaking and breaking conditions as might be expected.
Higher order wave theories yield significantly less momentum flux for a given
wave height than linear theory (Dean 1974), and this difference is the most
likely explanation for the discrepancy between the measured and predicted

setup profiles.
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Figure 16. Comparison of model-predicted wave decay with K
and without bottom friction losses by
32. As noted by Bowen, Inman, and Simmons (1968), the measured setdown :
is nearly uniform in the region between incipient breaking and the point where 3
the curl of the plunging breaker touches down. It is interesting that even ;
ht
though the wave height is decreasing in this region, the momentum flux appar- by

ently is not. Perhaps this is because (strictly speaking) no energy is .

dissipated until the curl touches down and "white water'" appears.
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PART IV: RESULTS FOR LARGE SCALE CONDITIONS

33. Applying the results of the laboratory calibration to near-prototype
conditions may be questionable due to expected scale effects in the turbulence
associated with wave breaking as previously discussed. However, in order to
demonstrate use of the model for waves breaking on beach profiles containing
bars and to lend some validity to the model for prototype situations, the
model was run for large scale conditions. A 'prototype scale" beach profile
generated by Saville (1957) in the Beach Erosion Board's large wave tank was
utilized and is displayed in Figure 19. The profile is characterized by three
offshore bar/trough systems, along with a monotonic section in the nearshore
region. Test conditions, although sketchy, were taken from the laboratory

notes as
Wave period, T = 11.33 sec

Wave height at incipient breaking, Hb =1.78 m

Location of outside breaker line = 76.8 m from still-water
line on beach

Mean sediment diameter, D = 0.2 mm

These conditions placed the breaker line outside the crest of the first bar
at a still-water depth of 1.78 m. The setdown in mean water level given by

Equation 36 is -0.11 m, and the ratio of wave height to mean water depth at

incipient breaking is 1.07. I was set equal to 0.4, and, because the seaward
faces of the bars were steep, K was set equal to 0.2. Following the proce-
dure described by Kamphuis (1975) and assuming the bottom was not rippled, the
bottom friction factor f was found to be roughly 0.005. Initial runs showed
that bottom friction caused decay on the order of millimeters only. Appar-

ently, bottom friction plays an important role in wave decay only under non- X

breaking conditions well outside the surf zone, and friction was again left

out of the model for this test. Using these incipient conditions, the trans-

formation of wave height was generated in a stepwise fashion across the entire .
surf zone (Ax = 1.5 m) until the mean water depth became less than 0.25 m.
The distribution of model-predicted wave height and setup are also shown in
Figure 19. Note that the wave reaches the stable criterion in the outermost

trough as might be expected, but does not shoal enough on the second bar to
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reach the incipient breaking criterion. Instead, it continues past the second
trough (losing magnitude slightly due to the deeper water) until the third bar
is encountered where breaking starts again and continues until the shoreline
is reached.

34. The results of application of the model under large scale conditions
seem reasonably valid, at least in a qualitative sense. The example has
demonstrated the ability of the model to describe wave breaking and reforma-
tion, a commonly observed process on natural beaches. The predicted wave
decay and setup profiles are continuous and well-behaved until the mean water
depth becomes quite small (h < 0.25 m), where a swash zone model might be more

appropriate.
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PART V: CONCLUSIONS AND RECOMMENDATIONS

35. Based on laboratory data collected by Horikawa and Kuo (1966), the
parameters found to affect most the decay in wave height due to breaking in
the surf zone are the wave-height-to-water-depth ratio at incipient breaking
and the beach slope. Wave-induced setup in mean water level plays a smaller
but non-trivial role in governing the shape of the wave decay profile, espe-
cially near the still-water line., The similarity model H « h' commonly used
by the coastal profession, appears to be reasonable only on steep beaches
(1/20 to 1/30 at laboratory scale), and the 0,78 criterion predicts with mar-
ginal accuracy for a 1/30 slope only. However, the model developed herein
appears to qualitatively and quantitatively describe wave transformation in
the surf zone due to shoaling, breaking, and reformation over a wide range of
beach slopes (1/80 to 1/12) and incipient conditions (0.63 < (H/hb) < 1.67).
Its greatest assets are its simplicity and ease of application. Although it
is most successful on profiles of monotonic shape, it may also be employed
when multiple bar/trough systems are present.

36. The model predicts maximum setup values with reasonable accuracy for
two test cases presented by Bowen, Inman, and Simmons (1968) and Bowen (1969):
however, it does not describe the distribution of setup across the surf zone
satisfactorily. Apparently, the basic assumption that onshore radiation
stress can be described by using linear wave theory is not a valid one under
near-breaking conditions. More work is required in this area.

37. From calculations based on the work of Kamphuis (1975), it can be
concluded that bottom friction plays a negligible role in wave decay in the
surf zone for most naturally occurring conditions when compared with the ef-
fects of breaking and shoaling. Bottom friction could be significant in near-
shore regions that have very mild slopes or rough bottoms.

38. The model has certain limitations which might restrict its use.
Reflection is not included, and, although the model appears valid even for a
1/12 slope, one must be careful when interpreting results for runs on steep
beaches. An elementary scheme utilizing reflection coefficients might be in-
cluded. A breaking phenomenon not handled well by the model is wave "trip-
ping" which commonly occurs when incipient breaking conditions are reached at
or near the peak of a bar or submerged structure and the wave travels onto the

trough before breaking becomes fully developed. The model might be improved
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::f:f by including also the transfer of energy to higher frequencies as studied by
I Sawaragi and Iwata (1974). However, the cause of this phenomenon is not fully
u understood at present. To better represent natural conditioms, another logi-
:::-‘:" cal improvement would be an application to random waves, perhaps similar to
:'_".{ the analysis of Battjes and Janssen (1978) or Thornton and Guza (1983).
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APPENDIX A: ANALYTICAL SOLUTIONS FOR THE BREAKING WAVE MODEL

Horizontal Bottom

1. The proposed expression (Equation 10) for predicting wave decay due
to breaking in the surf zone (wave-induced setup and bottom friction not in-
cluded) can be solved analytically for the flat shelf case shown in Figure 1b.
Starting with Equation 10%*

AECR) - =% [ECg - (ECB) ] (A1)

making the "stable wave" assumption

HS = Th' (A2)

and applying linear shallow-water wave theory, the expression takes the form

2

1/2 dH =K .2 ,1/2 2.,5/2
) —_— E — ) - )
h o -7 (Hh I“h'~" %) (a3)
Letting F = H2 and rearranging yields
dF ., K _orlyy
& Far F=K'h (A4)

This first-order ordinary differential equation is solved by summing a homo-

geneous solution and a particular solution, or

F = FH + FP (A5)

The homogeneous solution obtained from

dF

H
ax— <+ (A6)

|
g
n
o

* For convenience, symbols and unusual abbreviations are listed and defined
in the Notation (Appendix B).
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is given by

e—Kx/h' (A7)

5' where A 1is an arbitrary coefficient. Let the particular solution FP be a i

S constant C and from Equation A4

4
I

2,2

S C=r"h' (A8)

e m e =

and the complete solution has the form

pre=

e *

.

Dl NS
.
S

L}
F = ae K¥/h'y 12,42 (A9)

a

~ @

Applying the boundary condition at the breaker line

y fl {. "l '.l

F=F =H at x =0 (A10) g
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Plane Beach

2. For the case of a plane beach described by the expression

where the origin is again at the breaker line and x directed onshore,
Equation 8 can be solved analytically again. Following the same procedure as

for the horizontal bottom case, the following equation is developed

K_ 3/2

Y G = Kth'

+

where G = th'l/z . Converting the derivative with respect to distance to a

derivative with respect to still-water depth by utilizing Equation Al4 yields

dG K _ -KI‘2 13/2
ah' “ant ¢~ m P

(Al6)

Let the solution to the homogeneous equation

dG

H K
T "ant Sy =0

have the form

Gy = An'" (A18)

where A and n are arbitrary constants., Substituting into Equation Al7

produces

A (nh'“'l -g h'“‘l) -0

In order for the homogeneous solution to be non-trivial, n = K/m and
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G, = an'®/m (A20)
Let the particular solution have the form

Gp = Bh' n (A21)

where B and n are arbitrary constants. From Equation Al6

2
B (nh'n-l- L h'“'1)= %_r_ nt3/2 (A22)

m

For the equality to hold for all values of h' , n = 5/2 and therefore

2
-KT
B - (2 " 5) (A23)
2 m
and
2 5/2
¢ = an¥/m_ KL 4 (A24)
(z-3)
m — o e—
2 mn
The coefficient A is determined by applying the boundary condition
_ _.2.,1/2 Ve ht
G = Gb = thb at h hb (A25)
and
H12>hl,)1/2 KrZhl.)S/Z
A= h,K/m + (2 - E)h'K/m (A26)
b ™2 " a/M
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Substituting into Equation A24 and putting the result into dimensionless form

] [(K/m)-—l/2] '
H h h
- = T (1 + a’) = 0'< T
H (hb) hb

where

Note that if K/m = 5/2 , the solution fails. For this case let the par-

ticulartsolution have the form

- 1y 19/2
GP = V(h')h

and from Equation Al16 we find
V(') = - 2% 0 b’

and the total solution is now

5/2 _ 2 th'S/z

G = Ah' £n h'

Applying the same boundary condition as before yields

2
= 1 3 r? '
A= t+3 I'" fn hy

and the final result in dimensionless form for the special case of

is

A5
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APPENDIX B: NOTATION

group velocity

wave energy per unit surface area

energy flux

specific energy of flow

drag coefficient (bottom friction factor)

Froude number

acceleration due to gravity, constant

mean water depth including setup

still-water depth

wave height

dimensionless decay coefficient, wave decay factor
beach slope

time

wave period

horizontal fluid velocity

horizontal coordinate

unit weight of water

dimensionless coefficient (about 0.35 - 0.40), stable wave factor
size of numerical step

error function

setup

mass density of water

Subscripts

b

]

corresponds to incipient breaking

corresponds to stable wave
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